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| Approved fixture are shown above. Contractor may substitute other made in n
6" 1" USA fixtures meeting the criteria listed below, but the Contractor is responsible 1
T ' \ for mounting a test fixture and having the VA's COR and HAL-PE to approve the
2" — actual measured light levels prior to acceptance of the substituted fixture.
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Description Description Description Description
Housing: Die-Cast Aluminum Housing: Die-Cast Aluminum Housing: Low Profile Cast Aluminum Housing: 6” Remodeler. LED Light Engine w/ Cast Aluminum Heat Sink
II§eﬂer(]:to|5: FI’(riSmatic Polycarbonate Lens—Drop Pyramid Design ﬁeflectglr: Pr_lt_eferred (3chin the GE) Eefleotor: Nli\n ’ - | | _I?eflec:cef)r:TSF;]ecFular Fir::sh
inish: Dark Bronze ens. Clear Tempere ass ccessories. Must provide external photoelectric contro rim: Air Tight Fresnel Lens
Accessories: Photoelectric Control Finish: Dark Bronze Listings: Suitable for wet locations Insulated Ceiling: Designed for both |C or non-IC
Listings: Suitable for wet locations Accessories: Photoelectric Control Finish: Dark Bronze Accessories:. Must provide external photoelectric control
Light Distribution: Available in both Wide and Forward Throw Distributions Listings: Suitable for wet locations
Lamp Type: LED, CRI>80, 4000-4200K, 75,000 hours+ lifespan Listings: Suitable for wet locations, Lamp Type: LED, CRI>80, 4000-4200K, 50,000 hours+ lifespan
Lamp Type: LED, CRI>80, 4000-4200K, 50,000 hours+ lifespan
Wattage Per Fixture: 20 Watts Minimum Lamp Type: LED, CRI>70, 4000K-4200K, 60,000 hours+ lifespan Wattage Per Fixture: 30 Watts Minimum
Wattage Per Fixture: 14.0 Watts Minimum
Voltage: 120VAC, 60Hz Wattage Per Fixture: 65 Minimum Watts (Acculite can be 50 Watts) Voltage: 120VAC, 60Hz
Voltage: 120VAC, 60Hz
Warranty: 5 Year Limited Voltage: 120VAC, 60Hz Warranty: 3 Year Limited
Warranty: 5 Year Limited
Warranty: 5 Year Limited
DESIGNATOR DESIGNATOR DESIGNATOR DESIGNATOR
A HIGH ABUSE WALL MOUNT B WALL MOUNT C SURFACE MOUNTED CANOPY LIGHT D 6” RECESSED LED REMODLER
Cast Alumninurn
Dome Top
(Ball Top opfional) ¥
Eyebolt (optional)-{CH K £
", |
(Concedis Lamp) - g‘i)igfead.
Porcelain Socket
H.1.D. Ballast
Components 50
3'x 5 x4.5'H.
Door Opening for
Anchorage and
) Wiing Access—, 35"
I | - Hot Dip Galvanized
. | L-type Anchor Bolts
14"@ | (4 per Bollard)
Description Description Description Description
Housing: Die-Cast Aluminum with Aluminum Face Plate Housing: Aluminum construction with a 12-flute shaft to match existing Base: Mogul Base SOESMQZ ?\ﬁ{f Aluminum
Reflector: N/A One piece construction with optical assembly secured in the shaft Reflector: N/A Reflector:
Accessories: Universal Mounting, A/C Only, Knock-out Chevron Arrows Lens: Glass, White Smooth A_cqessgries: Must provide external photoelectric control Accessories: Must provide external photoelectric control
Listings: Damp Rating Accessories: Photoelectric Control Listings: -30Ct0 40 C _9_||;'_S’F'nh Sb SIL(“E"b'e for wet locations
Finish: Custom Match (t tch existi allal-l R Sas e e
Lamp Type: Red LEDs =k ”S’ac:]:; thfng( 0 match existing) Lamp Type: LED Retrofit for HID Lamp, CRI>80, 4000-4200K, 80,000 hours+
' ' lifespan Lamp Type: LED Weatherproof Flood Light, CRI>80, 4000-4200K, 50,000
: : . g - hours+ lifespan
Wattage Per Fixture: N/A Lamp Type: Type "H" LED Retrofit for Mogul Base Wattage Per Fixture: 30 Watts Minimum (H Fixture)
Voltage: 120VAC, 60Hz Wisttage Per Eixture: 45 - 45 Watts Minimum (G Fixture) Wattage Per Fixture: 15 Watts Minimum
i TOVAC 6O Voltage: 120-277VAC, 60Hz Voltage: 120VAC, 60Hz
oltage: , z
Warranty: 3 Year Limited
DESIGNATOR DESIGNATOR DESIGNATOR DESIGNATOR
E LED EXIT SIGN F LED BOLLARD ﬁ tEB EE$28EH EH I SURFACE MOUNTED CANOPY LIGHT
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